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Technical Data Sheet
G-Board®

G-Board® is designed in a way that it has two different
production techniques and two different usages:

Matt surfaced G-Board® chalk board laminates; allow fluent and readable writing in chalk.
It is preferred due to cleaning, writing and wiping easinesses. It is available in black, green
and dark-blue colours.

Glossy surfaced G-Board” laminates: Gloss surface of this product makes it suitable for
writing with pens having water-based ink. Wiped and cleaned easily thanks to its surface
finish. It is durable and is available in white colour.

G-Magnet®It is preferred due to its magnetic characteristic in educational
institutions, offices, restaurants, clipboards&billboards and any the fields
where the magnetic applications are needed.

EN Classification HGS

Thickness Range 0,70mm - 1,20mm

= \W:KI: B  Dimensions/G-Board 1220x2440mm / 1300x2800mm / 1300x3050mm

Dimensions/G-Magnet 1220x2440mm
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WATER DRY HEAT SCRATCH & LOW LIGHT HEAT & COLD EASY TO ULTRA COLOR IMPACT RESISTANCE TO
REPELLANT RESISTANCE ABRASION REFLECTIVITY RESISTANCE CLEAN INTENSITY RESISTANCE HOUSEHOLD
RESISTANCE CHEMICAL
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G-Board® Technical Data Wwiw.gentas.com.ir

Characteristics Test Method Required Value
e
. . 05=st<1.0mm :+0.10 mm

Thickness EN 438-2 section 5 1.0<t<2.0mm : =015 mm
Density ISO 1183 -1 1.40 = 0.05 gr/cm®
Wear Resistance EN 438-2 section 10

VGS Initial Point = 50 Rev.

Wear Value = 150 Rev.

Scratch Resistance EN 438-2 section 25

VGS Min. 2N
Impact Resistance EN 438-2

Small Ball section 20 .

VGS Min. 15N

Big Ball section 21 Drop Height Min 600 mm

VGS Indent Diameter Max 10 mm
Crack Resistance EN 438-2 section 23

VGS Min. 4 N
Resistance to Dry Heat at 180°c EN 438-2 section 16

VGS

Glossy Surface Finish Min. level 3

Other Surface Finish Min. level 4
Resistance to Water Vapor EN 438-2 section 14

VGS

Glossy Surface Finish Min. Level 3

Other Surface Finish Min. Level 4
Resistance to Boiling Water EN 438-2 section 12

Glossy Surface Finish Min. Level 3

Other Surface Finish Min. Level 4
Resistance to Cigarette Burn EN 438-2 section 30

VGS Min. Level 3
Resistance to Staining EN 438-2 section 26

VGS

Group 1 +2 Min. level 5

Group 3 Min. level 4
Flatness EN 438-2 section 9 VGS Max. 60 mm /1 M length

I —

Remarks :
@ VGS = Vertical Grade Standard Laminate
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